
All District Engineers, Walter S. Kos, & Miguel d’Escoto

Michael L. Hine

Special Provision RAP for Use in Bituminous Concrete Mixtures

January 11, 2002

This special provision has been revised by the Bureau of Materials and
Physical Research.  Revisions include allowing RAP to be used from routes or
airfields under federal and local agency jurisdiction, improving the consistency
of conglomerate RAP and allowing RAP from bituminous aggregate mixtures
(BAM) to be worked back into stabilized subbase and BAM shoulders.

The districts should include the BDE Check Sheet marked with the applicable
special provisions for the April 26, 2002 and subsequent lettings.  The Project
Development and Implementation Section will include the paper copy in the
contract.

This special provision will be transferred through the E-mail System to the
district offices on January 11, 2002.
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RAP FOR USE IN BITUMINOUS CONCRETE MIXTURES (BDE)

Effective:  January 1, 2000
Revised:  April 1, 2002

Revise Article 1004.07 to read:

“1004.07  RAP Materials.  RAP is reclaimed asphalt pavement resulting from cold milling or
crushing of an existing dense graded hot-mix asphalt pavement.  RAP must originate from
routes or airfields under federal, state or local agency jurisdiction.  The Contractor shall supply
documentation that the RAP meets these requirements.

(a) Stockpiles.  The Contractor shall construct individual, sealed RAP stockpiles meeting
one of the following definitions.  No additional RAP will be allowed on top of the pile after
the pile has been sealed.

(1) Homogeneous.  Homogeneous RAP stockpiles shall consist of RAP from Class I/
Superpave, or equivalent mixtures only and represent the same aggregate quality,
but shall be at least C quality or better, the same type of crushed aggregate (either
crushed natural aggregate, ACBF slag, or steel slag), similar gradation and similar
AC content.  If approved by the Engineer, combined single pass surface/binder
millings may be considered “homogenous”, with a quality rating dictated by the
lowest coarse aggregate quality present in the mixture.  Homogenous stockpiles
shall meet the requirements of Article 1004.07(d).  Homogeneous RAP stockpiles
not meeting these requirements may be processed (crushing and screening) and
retested.

(2) Conglomerate.  Conglomerate RAP stockpiles shall consist of RAP from Class I/
Superpave, or equivalent mixtures only.  The coarse aggregate in this RAP shall be
crushed aggregate only and may represent more than one aggregate type and/or
quality but shall be at least C quality or better.  This RAP may have an inconsistent
gradation and/or asphalt cement content prior to processing.  All conglomerate RAP
shall be processed prior to testing by crushing to where all RAP shall pass the 16
mm (5/8 in.) or smaller screen.  Conglomerate RAP stockpiles shall not contain steel
slag or other expansive material as determined by the Department.  Conglomerate
RAP stockpiles shall meet the requirements of Article 1004.07(d).

(3) Conglomerate “D” Quality (DQ).  Conglomerate DQ RAP stockpiles shall consist of
RAP containing coarse aggregate (crushed or round) that is at least D quality or
better.  This RAP may have an inconsistent gradation and/or asphalt content.
Conglomerate DQ RAP stockpiles shall not contain steel slag or other expansive
material as determined by the Department. Conglomerate DQ RAP shall meet the
requirements of Article 1004.07(d).

Reclaimed Superpave Low ESAL IL-9.5L surface mixtures shall only be placed in
conglomerate DQ RAP stockpiles due to the potential for rounded aggregate.



(4) Other. RAP stockpiles that do not meet the requirements of the stockpile categories
listed above shall be classified as “Other”.  “Other” RAP stockpiles shall not be used
in any of the Department’s bituminous mixtures.

(b) Use.  The allowable use of a RAP stockpile shall be set by the lowest quality of coarse
aggregate in the RAP stockpile.  Class I/Superpave surface mixtures are designated as
containing Class B quality coarse aggregate only.  Superpave Low ESAL IL-19.0L
binder and IL-9.5L surface mixtures are designated as Class C quality coarse aggregate
only.  Class I/Superpave binder mixtures, bituminous base course mixtures, and
bituminous base course widening mixtures are designated as containing Class C quality
coarse aggregate only.  Bituminous stabilized subbase and BAM shoulders are
designated as containing Class D quality coarse aggregate only.  Any mixture not listed
above shall have the designated quality determined by the Department.

RAP containing steel slag or other expansive material, as determined by the
Department, shall be homogeneous and will be approved for use in Class I/Superpave
(including Low ESAL) surface mixtures only.  RAP stockpiles for use in Class
I/Superpave mixtures (including Low ESAL), base course, base course widening and
Class B mixtures shall be either homogeneous or conglomerate RAP stockpiles except
conglomerate RAP stockpiles shall not be used in Superpave surface mixture Ndesign
50 or greater.  RAP for use in bituminous aggregate mixtures (BAM) shoulders and BAM
stabilized subbase shall be from homogeneous, conglomerate, or conglomerate DQ
stockpiles.

Additionally, RAP used in Class I/Superpave surface mixtures shall originate from milled
or crushed mixtures only, in which the coarse aggregate is of Class B quality or better.
RAP stockpiles for use in Class I/Superpave (including Low ESAL) binder mixes as well
as base course, base course widening and Class B mixtures shall originate from milled
or processed surface mixture, binder mixture, or a combination of both mixtures
uniformly blended to the satisfaction of the Engineer, in which the coarse aggregate is of
Class C quality or better.

(c) Contaminants.  RAP containing contaminants, such as earth, brick, sand, concrete,
sheet asphalt, bituminous surface treatment (i.e. chip seal), pavement fabric, etc., will be
unacceptable unless the contaminants are removed to the satisfaction of the Engineer.
Sheet asphalt shall be stockpiled separately.

(d) Testing.  All RAP shall be sampled and tested either during or after stockpiling.

For testing during stockpiling, washed extraction samples shall be run at the minimum
frequency of one sample per 450 metric tons (500 tons) for the first 1800 metric tons
(2,000 tons) and one sample per 1800 metric tons (2,000 tons) thereafter.  A minimum
of five tests shall be required for stockpiles less than 3600 metric tons (4,000 tons).



For testing existing stockpiles, the Contractor shall submit a plan for approval to the
District proposing a satisfactory method of sampling and testing the RAP pile either in-
situ or by restockpiling.  The sampling plan shall meet the minimum frequency required
above and detail the procedure used to extract representative samples throughout the
pile for testing.

Before extraction, each field sample shall be split to test sample size.  One of the two
test samples from the final split shall be labeled and stored for Department use.  The
Contractor shall extract the other test sample according to Department procedure.  The
Engineer reserves the right to test any sample (split or Department-taken) to verify
Contractor test results.

All of the extraction results shall be compiled and averaged for asphalt content and
gradation. Individual extraction test results, when compared to the averages, will be
accepted if within the tolerances listed below.

Parameter Homogeneous /
Conglomerate

Conglomerate “D”
Quality

   25 mm  (1 in.) ± 5%
12.5 mm  (1/2 in.) ± 8% ± 15%
4.75 mm  (No. 4) ± 6% ± 13%
2.36 mm  (No. 8) ± 5%
1.18 mm  (No. 16) ± 15%
 600  µm  (No. 30) ± 5%
   75  µm  (No. 200) ± 2.0% ± 4.0%

AC ± 0.4% ± 0.5%

If more than 20 percent of the individual sieves are out of the gradation tolerances, or if
more than 20 percent of the asphalt content test results fall outside the appropriate
tolerances, the RAP will not be allowed to be used in the Department’s bituminous
concrete mixtures unless the RAP representing the failing tests is removed from the
stockpile to the satisfaction of the Engineer.  All test data and acceptance ranges shall
be sent to the District for evaluation.

With the approval of the Engineer, the ignition oven may be substituted for extractions
according to the Illinois Test Procedure, “Calibration of the Ignition Oven for the Purpose
of Characterizing Reclaimed Asphalt Pavement (RAP)”.

(e) Designs.  At the Contractor's option, bituminous concrete mixtures may be constructed
utilizing RAP material meeting the above detailed requirements.  The amount of RAP
included in the mixture shall not exceed the percentages specified in the plans.

RAP designs shall be submitted for volumetric verification.  If additional RAP stockpiles
are tested and found that no more than 20 percent of the results, as defined under
“Testing” herein, are outside of the control tolerances set for the original RAP stockpile



and design, and meets all of the requirements herein, the additional RAP stockpiles may
be used in the original mix design at the percent previously verified.

(f) Production.  The coarse aggregate in all RAP used shall be equal to or less than the
nominal maximum size requirement for the bituminous mixture being produced.

To remove or reduce agglomerated material, a scalping screen, crushing unit or
comparable sizing device approved by the Engineer shall be used in the RAP feed
system to remove or reduce oversized material.  If material passing the sizing device
adversely affects the mix production or quality of the mix, the sizing device shall be set
at a size specified by the Engineer.

If the RAP control tolerances or QC/QA test results require corrective action, the
Contractor shall cease production of the mixture containing RAP and either switch to the
virgin aggregate design or submit a new RAP design.
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